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DNV Welded
Chain Slings

Welded Chain Slings - In accordance with DNV 2.7-1, EN 12079 & EN 1677-4

We supply welded chain slings that are widely used in lifting sets for offshore containers and they are type ap-
proved to DNV 2.7-1 under approval number S-5678. We will design and manufacture welded chain slings to suit 
specific container sizes and applications.

	 Part Code	 Description	 W.L.L.	 W.L.L.

			   30 to the vertical	 45 to the vertical	

	 W13.402	 13mm 4 leg x 2 metre	 13.5	 11.0

	 W13.403	 13mm 4 leg x 3 metre	 13.5	 11.0

	 W13.404	 13mm 4 leg x 4 metre	 13.5	 11.0

	 W13.405	 13mm 4 leg x 5 metre	 13.5	 11.0

	 W13.502	 13mm 5 leg x 2 metre	 13.5	 11.0

	 W16.403	 16mm 4 leg x 3 metre	 20.5	 16.5

	 W16.404	 16mm 4 leg x 4 metre	 20.5	 16.5

	 W16.405	 16mm 4 leg x 5 metre	 20.5	 16.5

	 W16.406	 16mm 4 leg x 6 metre	 20.5	 16.5

	 W16.503	 16mm 5 leg x 3 metre	 20.5	 16.5

	 W20.4045	 20mm 4 leg x 4.5 metre	 32.0	 26.0

	 W20.406	 20mm 4 leg x 6 metre	 32.0	 26.0


